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Prodaction program 

 

 

“S” 
Horintal axis single-impeller centrifugal pumps, in according with 

DIN24255, made for, pressure raising, chemical industry, hydrothermal 

and fire prevention systems, for medium pressure aqueducts. 

 

“SL” 
Single-impeller vertical axis centrifugal pumps semi-submersible, deriv 

from “S” series, particularly suitable for washing and surface finishing 

plants and lifting station. 

 

“SM” 
Monobloc centrifugal electric pumps, devided from “S” series, for pressure 

raising, for chemical industry, for hydrothermal system.  

 

“F” 
Single-impeller centrifugal pumps with horizontal axis, with two-channel 

impeller, particularly suitable for pump water based paints, molasses and 

charged liquids also containing solid. 

 

“FL” 
Vertical axis centrifugal pumps, derived from the “F” series, particularly 

suitable for pumping paints, dense and viscous liquids, and for lifting 

sewage. 

 

“FM” 
Monobloc centrifugal electric pumps, derived from “f” series, are 

particularly suitable for circulation of water-based paints and dense and 

viscous liquid.  

 

“P” 
Single-impeller centrifugal electric pumps, monobloc with vertical axis, 

are particularly suitable for pump clear or slightly cloudy liquids and for 

washing-painting plants. 

 

“ELECTRIC MOTORS” 
Normal and special three-phase electric motor with cast iron or die-cast 

aluminium flanges, for multiple using, including drying ovens and heat 

treatment ovens. 
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Centrifugal pumps in according with DIN 24255 
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GENERAL: This serie of pumps has been designed in according with DIN 24255 

standards. These pumps are single-impeller and have the puculiar characteristic of 

allowing the rotation parts to be quickly extracted backwards, without disconnecting 

the pump from the pipes (in case of horizontal pumps). Thanks to the variety of 

configuration available these pumps find application particularly in the following 

sectors : industrial, civil, purification, agricultural.  

Possible configurations are as follow: 

 

S                 Horizontal bare shaft pump 

SS                   Horizontal base pump 

SM                        Horizontal monobloc pump 

SL (S2L) (S3L)    Vertical pump  
 

 

(Special configuration on request) 

 

 

MATERIAL: The support is supplied in GG25 cast iron, the pump body, the 

impeller and the shield can be supplied in GG25 cast iron or in AISI 316 stainless 

steel, shaft can be supplied in  AISI 420 stainless steel or in AISI 316 stainless steel, 

the seal can be with packing or mechanical seal, simple or double  ( varius type 

depending on the liquid to be conveyed ), in the “SL”(vertical) configuration no 

sealing device is mounted, it is instead mounted a wear bush. 

 

 

ROTATION : clockwise seen from the control side. 

 

 

USES : There are many applications in various sectors : 

 

INDUSTRIAL: Transfer of clear or slightly cloudy liquids, acids, hydrocarbons, 

solvent, washing, fume abatement.      

CIVIL: Drying following flooding, firefighting service. 

AGRICULTURE: Washing, irrigation, ecc. 

 

 

PAINTING : Standard painting is made in blue RAL 5010. 

 

 

USE’S LIMITS : Flow rates from 3 up to 850 m^3/h.Heads from 2 up to 140 H2O 

meters. Maximum static pressure 10 bar. Maximum operating temperature 105°C (for 

packing version). 
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4 poles n = 1450’  2 poles n = 2900’ 

TIPO 
power 

Kw 
Flow rate 

m^3/h 

pressure 

meters TIPO 
power 

Kw 

Flow rate 

m^3/h 

pressure 

meters 

S 32/20 
0,55 

1,1 

2-:-7,5 

2,5-:-13 

8,2-:-5 

16-:-8 S 32/20 
4 

7,5 

5-:-15 

5-:-24 

35-:-20 

64-:-33 

S 40/13 
0,25 

0,75 

4-:-11,5 

5-:-20 

3,2-:-2 

6,1-:-4,7 S 40/13 
1,5 

4 

7,5-:-25 

7,5-:-38 

12-:-8 

26-:-20 

S 40/26 
1,1 

4 

5-:-12 

5-:-21 

11,6-:-7 

24,1-:-15 S 40/26 
9,2 

18,5 

7,5-:-26 

7,5-:-43 

54-:-30 

96-:-55 

S 50/13 
0,55 

1,1 

7,5-:-27,5 

7,5-:-40 

3,9-:-2,5 

6,5-:-4,5 S 50/13 
3 

7,5 

15-:-55 

15-:-80 

16-:-10 

26-:-18 

S 50/20 
1,1 

3 

7,5-:-25 

7,5-:-42,5 

9,2-:-5,6 

16-:-9,4 S 50/20 
7,5 

18,5 

15-:-54 

15-:-85 

37-:-22 

64-:-37 

S 50/26 
2,2 

5,5 

7,5-:-25 

7,5-:-42,5 

15,3-:-11,2 

25,4-:-18 S 50/26 
18,5 

37 

15-:-52 

15-:-85 

59-:-45 

100-:-75 

S 50/32 
4 

9,2 

10-:-30 

10-:-50 

20-:-11 

36,5-:-20,5 S 50/32 
30 

55 

20-:-60 

20-:-100 

84-:-66 

147-:-85 

S 65/13 
1,1 

1,5 

15-:-44 

15-:-60 

4,9-:-3,4 

6,6-:-4,6 S 65/13 
7,5 

9,2 

20-:-100 

20-:-130 

19-:-13 

26-:-16,4 

S 65/16 
1 

2,2 

10-:-42,5 

12,5-:-70 

4,5-:-2,7 

10,4-:-6,4 S 65/16 
5,5 

15 

20-:-80 

20-:-140 

18-:-10 

42-:-25 

S 65/20 
2,2 

5,5 

15-:-50 

15-:-80 

9-:-7,2 

16,2-:-10,3 S 65/20 
15 

30 

30-:-110 

30-:-160 

38-:-25 

65-:-38 

S 65/26 
4 

7,5 

15-:-60 

20-:-90 

14,8-:-11 

24,6-:-16 S 65/26 
30 

55 

20-:-110 

30-:-160 

61-:-50 

99-:-75 

S 65/32 
5,5 

15 

15-:-60 

20-:-95 

21-:-14 

37,5-:-20,5 S 65/32 
37 

75 

40-:-95 

40-:-170 

88-:-65 

150-:-98 

S 80/16 
1,5 

4 

20-:-60 

20-:-105 

5,6-:-3,5 

10,5-:-6,5 S 80/16 
9,2 

22 

30-:-120 

40-:-210 

22,5-:-13 

41-:-24 

S 80/26 
5,5 

11 

20-:-85 

25-:-135 

14,5-:-9,4 

25-:-15 S 80/26 
30 

45 

30-:-150 

40-:-230 

59-:-45 

99-:-72 

S 80/32 
9,2 

22 

30-:-98 

30-:-145 

21,5-:-11,5 

37-:-21 S 80/32 
55 

132 

50-:-150 

40-:-260 

84-:-60 

148-:-100 

S 100/20 
3 

9,2 

30-:-95 

30-:-180 

8-:-5,2 

16-:-11,1 S 100/20 
22 

75 

50-:-200 

50-:-350 

33-:-20 

51-:-41 

S 100/26 
7,5 

18,5 

30-:-115 

30-:-200 

14-:-9,5 

25-:-17 S 100/26 
45 

110 

50-:-225 

50-:-390 

56-:-40 

99-:-63 

S 100/32 
11 

22 

30-:-115 

40-:-190 

22-:-14 

37,5-:-22,5 S 100/32 
75 

160 

100-:-220 

100-:-380 

84-:-55 

147-:-86 

S 125/20 
7.5 

11 

40-:-210 

50-:-310 

10,8-:-7 

14,8-:-7,5 S 125/20 
90 

110 

100-:-400 

100-:-600 

43-:-26 

58-:-31 

S 125/26 
7,5 

22 

50-:-175 

5-:-315 

11,8-:-9 

23,5-:-14,2 S 125/26 
75 

160 

125-:-450 

125-:-650 

52-:-25 

93-:-50 

S 125/32 
15 

30 

50-:-175 

50-:-270 

22-:-18 

37-:-25 S 125/32 
90 

200 

125-:-325 

125-:-500 

86-:-65 

147-:-110 

S 150/32 
22 

55 

100-:-340 

100-:-480 

21-:-16 

36,4-:-27 S 150/32 
200 

360 

200-:-700 

200-:-900 

85-:-65 

147-:-117 

 

NOTE The datas are valid for fluids with 

=9810N/m^3 (H2O) furthermore the 

hydraulic datasin the tabels refer only to the 

min and max impellet cuts. 

For other use and/or performances , please 

contact our technical office. 

The sizes in gray are under construction. 

 6 poles n = 950’ 

TIPO 
power 

Kw 

Flow rate 

m^3/h 

pressure 

meters 

S 125/26 
2,2 

7,5 

40-:-120 

40-:-210 

5,1-:-3,5 

10-:-6 

S 150/32 
7,5 

15 

50-:-225 

50-:-315 

9-:-7 

15,5-:-11 
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Pump section "S"type 
 

 
 

Pump section "SM" type 
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Pump section "SL ; S2L ; S3L" types 
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                                      PARTICULARS NOMENCLATURE 

 

 
 Part. n° DESCRIPTION Part. n° DESCRIPTION 
     

 1 Pump casing 38 Back foot 

 2 Impeller 39 Mechanical seal cover 

 3 Seal box 40 Mechanical seal 

 4 Shaft 50 Lifting ring 

 5 Nut impeller block 51 Cable press 

 6 Support 52 Casing cover 

 7 Support cover 53 Bearing support 

 8 Support cover 54 Casing 

 9 Bearing 55 Motor stator 

 10 Bearing 56 Motor rotor 

 11 Key 66 Thrust bearing 

 12 Key 67 Little cover 

 13 Mechanical seal 68 Greaser 

 14 Plug 69 Coupler plug 

 15 O-ring 70 Elastic joint 

 16 Stud 71 Lantern 

 17 Nut 72 Base plate 

 18 Scraw 73 Union screw 

 19 Nut 74 Shaft sleeve 

 20 Gasket spring 75 Feeder line 

 21 Gasket spring 76 Wear bush 

 22 Packing 77 Bearing bush 

 23 Packing 78 O-ring 

 24 Elastic ring 79 Nut 

 25 Plug 80 Discharge pipe line 

 26 Oil level 81 Bush nozzle 

 27 Scraw 82 Rubber ring 

 29 V-ring 83 Fan cover 

 30 Bearing 84 Whisker cover 

 31 Bearing 85 ADPE spacing collar 

 32 Fan 86 Discharge pipe line 

 33 Elastic washer 87 Screw 

 34 Spacing collar 88 Gasket spring 

 35 Motor 89 Bolt 

 36 Wearing ring 90 Bearing support 

 37 Wearing ring 91 Bolt 
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FABBRICA LOMBARDA POMPE 
OVERALL DIMENSION FOR BARE SHAFT 

PUMPS “S” SERIE  DIN 24255 

FLANGES ACCORDING TO 

DIN2533 

Dimension mm.     

 

TYPE DNm DNa A B C D E F G H K L N P S U V 

32/20 32 50 100 240 190 70 267 110 14 160 180 50 80 360 50 24 8 

40/13 
40 65 

100 210 160 70 267 100 14 112 140 50 80 360 50 24 8 

40/26 125 320 250 95 267 110 14 180 225 65 100 360 50 24 8 

50/13 

50 65 

100 240 190 70 267 100 14 132 160 50 100 360 50 24 8 

50/20 100 265 212 70 267 110 14 160 200 50 100 360 50 24 8 

50/26 125 320 250 95 267 110 14 180 225 65 100 360 50 24 8 

50/32 125 345 280 95 342 110 14 225 280 65 125 470 80 32 10 

65/13 

65 80 

125 280 212 95 267 110 14 160 180 65 100 360 50 24 8 

65/16 125 280 212 95 267 110 14 160 200 65 100 360 50 24 8 

65/20 125 320 250 95 267 110 14 180 225 65 100 360 50 24 8 

65/26 160 360 280 120 342 110 18 200 250 80 100 470 80 32 10 
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FABBRICA LOMBARDA POMPE 
OVERALL DIMENSION FOR BARE SHAFT 

PUMPS “S” SERIE  DIN 24255 

FLANGES ACCORDING TO 

DIN2533 

Dimension mm.     

 

TYPE DNm DNa A B C D E F G H K L N P S U V 

65/32 65 80 160 400 315 120 342 110 18 225 280 80 125 470 80 32 10 

80/16 

80 100 

125 320 250 95 267 110 14 180 225 65 125 360 50 24 8 

80/26 160 400 315 120 342 110 18 200 280 80 125 470 80 32 10 

80/32 160 400 315 120 342 110 18 250 315 80 125 470 80 32 10 

100/20 

100 125 

160 360 280 120 342 110 18 200 280 80 125 470 80 32 10 

100/26 160 400 315 120 342 110 18 225 280 80 140 470 80 32 10 

100/32 160 400 315 120 342 110 18 250 315 80 140 470 80 32 10 

125/20 

125 150 

160 400 315 120 342 110 18 250 315 80 140 470 80 32 10 

125/26 160 400 315 120 342 110 18 250 355 80 140 470 80 32 10 

125/32 200 500 400 150 370 110 22 280 355 100 140 530 110 42 12 

150/32 200 550 450 150 370 110 22 280 400 100 160 530 110 42 12 
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FABBRICA LOMBARDA POMPE 
OVERALL DIMENSION FOR MONOBLOCK 

PUMP “SM” 

FLANGES IN ACCORDING TO 

DIN2533 

RPM 2900 
Dimension mm.    

   

Type DNm DNa Kw Rpm Ltot A B C D E F G H K M 

32/20 
32 50 

4 2900 558 80 133 345 70 100 190 240 180 160 50 

32/20 5,5 -:- 7,5 2900 652 80 137 435 70 100 190 240 180 160 50 

40/13 

40 65 

1,5 -:- 2,2 2900 530 80 69 295 70 100 160 210 140 112 50 

40/13 3 2900 560 80 69 320 70 100 160 210 140 112 50 

40/13 4 2900 580 80 69 320 70 100 160 210 140 112 50 

50/13 

50 65 

2,2 -:- 3 2900 556 100 131 325 70 100 190 240 160 132 50 

50/13 4 2900 576 100 131 345 70 100 190 240 160 132 50 

50/13 5,5 -:- 7,5 2900 670 100 135 435 70 100 190 240 160 132 50 

50/20 7,5 -:- 9,2 2900 674 100 139 435 70 100 212 265 200 160 50 

50/20 11 -:- 15 2900 739 100 139 500 70 100 212 265 200 160 50 

50/20 18,5 2900 784 100 139 545 70 100 212 265 200 160 50 

65/13 

65 80 

5,5 -:- 9,2 2900 674 100 139 435 95 125 212 280 180 160 65 

65/20 15 2900 741 100 141 500 95 125 250 320 225 180 65 

65/20 18,5 2900 786 100 141 545 95 125 250 320 225 180 65 

80/16 80 100 11 -:- 15 2900 784 125 159 500 95 125 250 320 225 180 65 
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FABBRICA LOMBARDA POMPE 
OVERALL DIMENSION FOR MONOBLOCK 

PUMP “SM” 

FLANGES IN ACCORDING TO 

DIN2533 

RPM 1450 
Dimension mm.    

   

TYPE DNm DNa Kw Rpm Ltot A B C D E F G H K M 

32/20 32 50 1,1 1450 508 80 133 295 70 100 190 240 180 160 50 

40/13 40 65 1,1 1450 530 80 155 295 70 100 160 210 140 112 50 

50/13 

50 65 

1,1 1450 526 100 131 295 70 100 190 240 160 132 50 

50/20 2,2 -:- 3 1450 564 100 139 325 70 100 212 265 200 160 50 

50/26 2,2 -:- 3 1450 581 100 156 325 95 125 250 320 225 180 65 

50/26 4 1450 601 100 156 345 95 125 250 320 225 180 65 

65/13 

65 80 

1,5 1450 530 100 135 295 95 125 212 280 180 160 65 

65/20 2,2 -:- 3 1450 562 100 137 325 95 125 250 320 225 180 65 

65/20 4 1450 582 100 137 345 95 125 250 320 225 180 65 

65/26 4 1450 604 100 159 345 120 160 280 360 250 200 80 

65/26 5,5 -:- 7,5 1450 694 100 159 435 120 160 280 360 250 200 80 

80/16 2,2 -:- 3 1450 566 125 141 325 95 125 250 320 225 180 65 

80/26 80 100 5,5 -:- 9,2 1450 716 125 156 435 120 160 315 400 280 200 80 

100/20 
100 125 

4 1450 630 125 160 345 120 160 280 360 280 200 80 

100/20 5,5 -:- 7,5 1450 720 125 160 435 120 160 280 360 280 200 80 
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FABBRICA LOMBARDA POMPE 
OVERALL DIMENSION FOR VERTICAL 

PUMPS "SL" 

FLANGES IN ACCORDING TO 

DIN2533 

RPM 2900 
Dimension mm.                                                                                                                                        

 

Type DNm DNa Kw Rpm B C D E F S Ls+/-5 H L 

32/20 50 50 3 -:- 4 2900 175 600 400 265 220 10 60 500 650 

32/20 50 50 5,5 -:- 7,5 2900 230 600 400 265 220 10 60 500 650 

40/13 50 65 1,5 -:- 4 2900 175 500 400 225 150 10 60 500 670 

50/13 65 65 3-:-4 2900 175 600 400 273 185 10 60 500 665 

50/13 80 65 5,5 -:- 7,5 2900 230 600 400 296 185 10 60 500 665 

50/20 80 65 7,5 -:- 15 2900 230 750 500 338 220 10 60 500 670 

50/26 80 65 15 -:- 22 2900 230 750 500 358 220 10 60 450 638 

65/13 100 80 5,5 -:- 9,2 2900 230 750 500 338 220 10 60 500 670 

65/20 100 80 15 -:- 22 2900 230 750 500 400 240 10 60 500 670 

80/16 100 100 9,2 -:- 22 2900 230 750 500 400 235 10 60 500 670 

100/20 100 125 30 -:- 45 2900 270 850 600 450 260 10 60 450 667 
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FABBRICA LOMBARDA POMPE 
OVERALL DIMENSION FOR VERTICAL 

PUMPS "SL" 

FLANGES IN ACCORDING TO 

DIN2533 

RPM 1450 
Dimension mm.                                                                                                                                        

 

Type DNm DNa Kw Rpm B C D E F S Ls+/-5 H L 

32/20 50 50 1,1 1450 160 600 400 265 220 10 60 500 650 

40/13 50 65 1,1 1450 160 500 400 225 150 10 60 500 670 

50/13 65 65 1,1 1450 160 600 400 273 185 10 60 500 665 

50/20 65 65 1,1 -:- 2,2 1450 175 750 500 315 220 10 60 500 670 

50/26 65 65 3 -:- 4 1450 175 750 500 335 220 10 60 450 640 

50/32 65 65 4 1450 175 850 600 397 280 10 60 450 660 

50/32 65 65 5,5 -:- 9,2 1450 230 850 600 397 280 10 60 450 660 

65/13 80 80 1,1 -: -1,5 1450 160 750 500 325 220 10 60 500 670 

65/16 80 80 1,1 -:- 2,2 1450 175 750 500 345 220 10 60 500 670 

65/20 65 80 2,2 -:- 4 1450 175 750 500 340 240 10 60 500 670 

65/26 80 80 4 1450 175 750 500 385 260 10 60 450 640 
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FABBRICA LOMBARDA POMPE 
OVERALL DIMENSION FOR VERTICAL 

PUMPS "SL" 

FLANGES IN ACCORDING TO 

DIN2533 

RPM 1450 
Dimension mm.                                                                                                                                        

 

Type DNm DNa Kw Rpm B C D E F S Ls+/-5 H L 

65/26 80 80 5,5 -:- 7,5 1450 230 750 500 385 260 10 60 450 640 

65/32 80 80 7,5 -:- 15 1450 160 850 600 420 280 10 60 450 660 

80/16 100 100 2,2 -:- 3 1450 175 750 500 400 235 10 60 500 670 

80/26 100 100 5,5 -:- 9,2 1450 230 850 600 450 260 10 60 450 660 

100/20 100 125 4 1450 175 850 600 450 260 10 60 450 670 

100/20 100 125 5,5 -:- 9,2 1450 230 850 600 397 280 10 60 450 670 

100/26 125 125 11 -:- 15 1450 230 950 600 505 290 10 60 450 690 

100/32 125 125 11 -:- 22 1450 230 1100 700 540 310 12 60 450 700 

125/20 125 150 7,5 -:- 11 1450 230 1100 650 580 310 12 60 450 690 

125/26 125 150 11 -:- 22 1450 230 1100 650 580 310 12 60 450 690 

150/32 150 200 30 -:- 55 1450 270 1200 800 648 350 14 60 450 710 

For measurement outside the table, plese contact our technical office. 

NOTE Strainer is available on request.   
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FABBRICA LOMBARDA POMPE OVERALL DIMENSION FOR PUMPS "SS"  

FLANGES IN ACCORDING TO 

DIN2533 

RPM 2900 

Dimension mm.       .                                           

 

 

TYPE DNm DNa Kw Rpm A B C D E F G H K L P R X 

32/20 32 50 3 2900 900 340 310 700 100 16 65 160 180 80 360 100 845 

32/20 32 50 4 2900 900 340 310 700 100 16 65 160 180 80 360 100 865 

32/20 32 50 5,5/7,5 2900 900 340 310 700 100 16 65 160 180 80 360 100 980 

40/13 40 65 1,5/2,2 2900 900 340 310 700 100 16 65 112 140 80 385 100 830 

40/13 40 65 3 2900 900 340 310 700 100 16 65 112 140 80 385 100 850 

50/13 50 65 3 2900 900 340 310 700 100 16 65 132 160 100 360 100 865 

50/13 50 65 4 2900 900 340 310 700 100 16 65 132 160 100 360 100 885 

50/13 50 65 5,5/7,5 2900 900 340 310 700 100 16 65 132 160 100 360 100 1000 

50/20 50 65 5,5/9,2 2900 1100 390 360 900 100 16 80 160 200 100 365 100 1005 

50/20 50 65 11/15 2900 1100 390 360 900 100 16 80 160 200 100 365 100 1102 
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FABBRICA LOMBARDA POMPE OVERALL DIMENSION FOR PUMPS "SS"  

FLANGES IN ACCORDING TO 

DIN2533 

RPM 2900 

Dimension mm.                                                   

 

 

TYPE DNm DNa Kw Rpm A B C D E F G H K L P R X 

50/26 50 65 15 2900 1200 390 360 1000 100 16 80 180 225 100 470 100 1206 

50/26 50 65 18,5 2900 1200 390 360 1000 100 16 80 180 225 100 470 100 1254 

50/26 50 65 22 2900 1200 390 360 1000 100 16 80 180 225 100 470 100 1284 

50/32 50 65 30/37 2900 1300 450 410 1000 150 20 100 225 280 125 470 100 1401 

65/13 65 80 5,5/9,2 2900 900 340 310 700 100 16 65 160 180 100 365 100 1004 

65/20 65 80 15 2900 1200 390 360 1000 100 16 80 180 225 100 365 100 1101 

65/20 65 80 18,5 2900 1200 390 360 1000 100 16 80 180 225 100 365 100 1149 

65/20 65 80 22 2900 1200 390 360 1000 100 16 80 180 225 100 365 100 1179 

65/26 65 80 30/37 2900 1400 450 410 1100 150 20 100 200 250 100 470 100 1376 

65/26 65 80 45 2900 1400 450 410 1100 150 20 100 200 250 100 470 100 1456 



 

 
 

 
Images of production departement 



VI-GO                                                                                                                                                                                   031/651806   

 

 

 

 

 

 

 

                   Pumps for thick and viscous liquids 
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VI-GO                                                                                                                                                                                   031/651806   

GENERAL: This serie of pumps which has as its peculiar characteristics the ability 

to treat very viscous liquid or those containing solid bodies, tha variety of materials 

available and the variety of possible configurations, finds application particularly in 

the following sectors : industrial, civil , naval, purification, agriculture. 

 

Possible configuration are: 

 

F  Horizontal bare shaft pump 

FS    Horizontal base pump 

FM         Horizontal monobloc pump 

FL          Vertical pump 

 

(Special configuration on request) 

 

MATERIAL: The support is supplied in GG25 cast iron, the pump body, the 

impeller and the shield can be supplied in GG25 cast iron or in AISI 316 stainless 

steel, shaft can be supplied in  AISI 420 stainless steel or in AISI 316 stainless steel, 

the seal can be with packing or mechanical  ( varius type depending on the liquid to 

be conveyed ), in the “FL”(vertical) configuration no sealing device is mounted, it is 

instead mounted a wear bush. 

 

ROTATION : clockwise or counterclockwise seen from the control side depending 

on the configurations. 

 

USES : There are many applications in various sectors : 

 

INDUSTRIAL: Transfer of clear, muddy, neutral, alkaline, acidic liquids; liquids 

containing solid bodies, circulation of paints (water based paints) and particularly 

viscous liquids, paper pulp.      

NAVAL: Bilge service, washing, drain evacuation. 

CIVIL: Lifting of sewage, muddy liquids also containig solid bodies. 

AGRICULTURE: Transfer and spreading of sewage,or liquids fertilizers, transfer of 

musts, washing. 

 

PAINTING : Standard painting is made in blue RAL 5010. 

 

USE’S LIMITS : Flow rates from 2 up to 150 m^3/h.Heads from 1,1 up to 18,5 H2O 

meters. Maximum static pressure 6 bar. Maximum operating temperature 105°C (for 

packing version). 
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4 poles RPM 1450’  6 poles RPM 950’ 

TIPO 
power 

Kw 
Flow rate 

m^3/h 

pressure 

meters TIPO 
power 

Kw 

Flow rate 

m^3/h 

pressure 

meters 

F 40134 0,55 6-18 5-2,2 F 40126 0,37 3-:-13 3,1-:-1,8 

F 40124 0,75 6-24 7,1-2,8 F 40116 0,55 3-:-16,5 3,9-:-2,4 

F 40114 1,1 8-30 8,8-3,5 F 50136 0,55 5-:-26 3,9-:-1,9 

F 50134 1,1 12-45 9-3,2 F 50126 0,75 10-:-33 4,6-:-1,9 

F 50124 1,5 12-55 11-3,5 F 50116 1,1 10-:-39 5-:-1,75 

F 50114 2,2 15-60 11,6-3,5 F 60136 1,5 10-:-66 5-:-1,8 

F 60144 2,2 25-90 9,3-2,4 F 60126 2,2 15-:-72 6,1-:-2,6 

F 60134 3 25-100 11,4-4 F 60116 3 15-:-82 7,9-:-3,2 

F 60124 4 25-110 14,2-6 F 80136 1,5 10-:-58 5,1-:-1,6 

F 60114 5,5 25-125 18-7,5 F 80126 2,2 15-:-72 6,5-:-2,5 

F 80144 4 25-70 8,8-3,4 F 80116 4 15-:-97 8-:-2,5 

F 80134 5,5 25-90 11,7-4      

F 80124 7,5 30-115 15-5      

F 80114 11 30-150 18,5-6      

 

8 poles RPM 700’ 

 

TIPO 
power 

Kw 

Flow rate 

m^3/h 

pressure. 

meters 

F 40118 0,37 2-:-12,5 2,2-:-1,3 

F 50128 0,37 5-:-25 2,7-:-1,1 

F 50118 0,55 5-:-27,5 2,9-:-1,2 

F 60138 0,75 10-:-50 2,8-:-1,1 

F 60128 1,1 10-:-55 3,6-:-1,5 

F 60118 1,5 10-:-60 4,5-:-2,1 

F 80138 0,75 10-:-43 2,7-:-1             NOTE. Datas are valid for fluids  

F 80128 1 10-:-55 3,6-:-1,2             with  = 9810 N/m^3 

F 80118 2,2 10-:-72 4,5-:-1,4  

                For other uses and/or performances 

     please contact our technical office. 
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VI-GO                                                                                                                                                                                   031/651806   

 

 

 

 

 

 

 

Pompe verticali a immersione 
 

PP 
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GENERALITA’: Questa serie di pompe che ha come caratteristiche peculiari il 

costo molto contenuto, il numero di componenti ridotto e la manutenzione periodica 

particolarmente semplice e poco onerosa, trova applicazione particolarmente nel 

settore industriale.  

L’unica configurazione possibile è la seguente: 

 

PP  Pompa verticale 
 

(Configurazioni speciali a richiesta del cliente) 

MATERIALI: Il corpo pompa, la girante e lo scudo sono forniti in ghisa GG25, 

l’albero è in acciaio C40 (AISI 420° richiesta) , la bussola d’usura varia a  seconda 

delle caratteristiche del liquido da pompare. 

SENSO DI ROTAZIONE :Orario visto dal lato di comando. 

IMPIEGHI : Questa serie di pompe trova impiego principalmente per il pompaggio 

di liquidi limpidi o mediamente torbidi, negli impianti di lavaggio e verniciatura 

industriali, e comunque nei campi in cui sia fondamentale il contenimento dei costi. 

 

VERNICIATURA : La verniciatura standard viene eseguita in verde RAL 6011. 

 

LIMITI DI IMPIEGO : Portate da 5 a 80 m^3/h. Prevalenze da 8 a 25 m.. Pressione 

statica massima 6 bar. Temperatura massima d’esercizio 70°C. 

 

 

2 poli n = 2900’  

TIPO 
POT. 

Kw 
PORT. 

m^3/h 

PREV. 

m 

PP 50/2.1 1,1 5-:-18 10-:-8,5 

PP 50/2.2 1,5 5-:-25 12-:-8 

PP 50/2.3 2,2 5-:-30 18-:-12 

PP 65/2.4 3 10-:-55 16-:-9 

PP 65/2.5 4 10-:-65 19-:-10 

PP 65/2.7 5,5 10-:-73 23-:-15 

PP 65/2.10 7,5 10-:-80 25-:-18 

    

    

 

N.B. I dati sono validi per fluidi con  = 9810 N/m^3 

Per altri impieghi e/o prestazioni contattate il nostro ufficio tecnico.  
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 TABELLA PRESTAZIONI 

 

 

TIPO / H (m) 
Q(l/min) 

150 
Q(l/min) 

200 
Q(l/min) 

300 
Q(l/min) 

400 
Q(l/min) 

650 
Q(l/min) 

850 
Q(l/min) 

1050 
Q(l/min) 

1250 
Q(l/min) 

1300 

PP 50/2.1 10 9,5 8,5 - - - - - - - - - - - - - - - - - - 

PP 50/2.2 14 12 10,5 8 - - - - - - - - - - - - - - - 

PP 50/2.3 16 15 14 13 8 - - -  - - - - - - - - - 

PP 65/2.4 - - -  - - - 17,5 17 15,5 10 - - - - - - - - - 

PP 65/2.5 - - - - - - 21.5 21 20 17.5 10 - - - - - - 

PP 65/2.7 - - - - - - - - - 23 22 20.5 12 15 - - - 

PP 65/2.10 - - - - - - - - - - - - 25  24 23 20.5 20 
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TABELLA PRESTAZIONI 

 

TIPO / H (m) 
Q(l/min) 

150 
Q(l/min) 

200 
Q(l/min) 

300 
Q(l/min) 

400 
Q(l/min) 

650 
Q(l/min) 

850 
Q(l/min) 

1050 
Q(l/min) 

1250 
Q(l/min) 

1300 

P 50/2.1 10 9,5 8,5 - - - - - - - - - - - - - - - - - - 

P 50/2.2 14 12 10,5 8 - - - - - - - - - - - - - - - 

P 50/2.3 16 15 14 13 8 - - -  - - - - - - - - - 

P 65/2.4 - - -  - - - 17,5 17 15,5 10 - - - - - - - - - 

P 65/2.5 - - - - - - 21.5 21 20 17.5 10 - - - - - - 

P 65/2.7 - - - - - - - - - 23 22 20.5 12 15 - - - 

P 65/2.10 - - - - - - - - - - - - 25  24 23 20.5 20 
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elettromeccanicaVI-GOmotori elettrici 

Marchio di Fabbrica Lombarda Pompe s.r.l. 

 

 

 

 

 

 

 

 

ELECTRIC MOTORS 
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GENERAL:  Our production of three-phases asynchronous electric motors with 

short-circuited rotor consist of following series: 

 

VT Three-phases asynchronous electric motors 

VA         Three-phases asynchronous electric motors with aluminium flange 

VF         Three-phases asynchronous electric motors for ovens. 

IGK       Three-phases asynchronous electric motors for heat treatment ovens  

 

(Special configuration on requst) 

 

 

MATERIAL: For types “VT”  and  “VM” casing is in die-cast aluminium, with 

removable feet, in according to modern industry standard, shield and flangie (B5, 

B14 or special) are made of GG 25 cast iron, for “VA” type flangie is made of die-

cast aluminium, fan is made of plastic, fan cover is made of steel, ball bearings (of 

leading brand) are 2RS and shaft can be made in several material on request. 

The large-sized sheet metal used for the stator and rotoris silicon magnetic M530 

quality. 

 

ROTATION :Clockwise or counterclockwise 
 

USES :  For “VT”  and “ VA” types there are many applications in  various sectors 

where a robust motori s required, with high efficiency and special flanging and/or  

shaft protrusion.  

 “VF” type is a motor specifically built for dryers and paint baking ovens, it is 

available in footed or flanged versions.  

 “IGK” type is used on pit furnaces for heat treatment. 

 

PAINTING : Standard painting is made in blue RAL 5010 for types “VT”, “VA” 

and “VF”, and in aluminium 400°C for “IGK” type. 

 

USE’S LIMITS : Nominal power indicated on the plate is intended for continuous 

duty S1. Standard voltage is V230/400 up to and including 4Kw, from 5,5Kw and 

included it is V400/690 with 50Hz frequency (special voltage and frequency on 

request).Voltage tolerance is +/-10% , operating ambient temperature is 40°C at a 

maximum altitude of 1000m above see level. 

 Standard insulation is F class (H class on request) with B class winding 

overtemperature. 

 

 

 

 

 

 



VI-GO                                                                                                                                                                                   031/651806   

           Electric performance series “VT” “VA”2poles(synchronous RPM 3000) 

TYPE 
POWER 

(Kw) 
RPM 

LOADED 

CURRENT 

V400 (A) 

  

LOADED 

COS   

LOADED 

WEIGHT 

Kg (B3)/(B5) 

VT 90S-2 1,5 2840 3,3 84.2 0,83  

VT 90LA-2 2,2 2850 4,6 85.9 0,85  

VT 90LB-2 3 2860 6,1 86.5 0,86 /21,5 

VT 100LA-2 3 2890 5,8 87.1 0,88  

VT 100LB-2 3,5 2840 6,9 86.5 0,88  

VT 112 MA-2 4 2900 7,6 88.1 0,88  

VT 112 MB-2 5,5 2900 11.4 88.5 0.89  

VT 132 SA-2 5,5 2890 10,4 89.2 0,9  

VT 132 SB-2 7,5 2910 13,9 90.1 0,9  

VT 132 MA-2 9,2 2930 16,9 91.0 0,89  

VT 132 MB-2 11 2950 19,7 91.2 0,9  

          

              Electric performance series “VT” “VA”2poles(synchronous RPM 1500) 

TYPE 
POWER 

(Kw) 
RPM 

LOADED 

CURRENT 

V400 (A) 

  

LOADED 

COS   

LOADED 

WEIGHT 

kG (B3)/(B5) 

VT 90S-4 1,1 1430 2.8 84.1 0.78  

VT 90LA-4 1,5 1430 3,4 85.3 0,79  

VT 100LA-4 2,2 1410 4,7 85.9 0,83  

VT 100 LB-4 3 1410 6,2 87.1 0,85  

VT 112 M-4 4 1440 8,1 88.6 0,84  

VT 132 S-4 5,5 1450 11.9 89.6 0.85  

VT 132 MA-4 7,5 1450 14,3 90.4 0,86  

VT 132 MB-4 9,2 1460 17,7 89.8 0,85  

 

For other uses and/or performances, please contact our technical office.  
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“VT”-“VM”CONSTRUCTION FORM B3 
 

 
 

 

FRAME H D DH Z E C B BB K A AA L AC AD LC T PG 

90 S 90 24 M8 8 50 69 100 130 9,5 140 174    101 13 M25 

90 L 90 24 M8 8 50 69         101  M25 

100 L 100 28 M10 8 60 72         101  M25 

112 M 112 28 M10 8 60 80         101  M25 

132 S 132 38 M12 10 80 89           M32 

132 M 132 38 M12 10 80 89           M32 

 

 

 

 

 

Larger dimension than the unified one. 
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                                  “VT”-“VM” CONSTRUCTION FORM B3/B5 

 

 
 

FRAME H D DH Z E C B BB K A AA L AC AD LC T PG 

90 S 90 24 M8 8 50 79 100 130 9,5 140 174    101 3.5 M25 

90 L 90 24 M8 8 50 79      320   101 3.5 M25 

100 L 100 28 M10 8 60 84      330   101 4 M25 

112 M 112 28 M10 8 60 88         101 4 M25 

132 S 132 38 M12 10 80 105          4 M32 

132 M 132 38 M12 10 80 105          4 M32 

 
 STANDARD FLANGIE             SMALLER FLANGIE                  BIGGER FLANGIE 

FRAME P N M S 
 

FRAME P N M S 
 

FRAME P N M S 

     90 S/L 200 130 165 12       90 S/L 160 110 130 10       90 S/L 250 180 215 15 

100 L 250 180 215 15 

 

100 L 
160 110 130 10       

 200 130 165 12       

112 M 250 180 215 15 

 

112 M 
160 110 130 10       

 200 130 165 12       

132 S/M 300 230 265 15 

 

132 S/M 
200 130 165 12       

 250 180 215 15       

 

 

 

Larger dimension than the unified one. 
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“VT”-“VM” CONSTRUCTION FORM B3/B14 

 

 
 

FRAME H D DH Z E C B BB K A AA L AC AD LC T PG 

90 S 90 24 M8 8 50  100 130 9,5 140 174    101 3.5 M25 

90 L 90 24 M8 8 50          101 3.5 M25 

100 L 100 28 M10 8 60          101 4 M25 

112 M 112 28 M10 8 60          101 4 M25 

132 S 132 38 M12 10 80           4 M32 

132 M 132 38 M12 10 80           4 M32 

 
B14 A FLANGIE                            B14 B FLANGIE                 

FRAME P N M S 
 

FRAME P N M S 

     90 S/L           90 S/L     

100 L 160 110 130   100 L 200 130 165  

112 M 160 110 130   112 M 200 130 165  

132 S/M      132 S/M     

 

 

 

 dimensione maggiore di quella unificata. 
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“VF” OVEN’S ELECTRIC MOTOR 
 

 
 

FRAME D DH Z E DA 
LA 

max 
P N S L AC AD LC PG 

90 S 24  M8  8 50  29,5 0-300 156 130 11 330 175 140 101 M25 

90 L 24  M8  8 50  29,5 0-300 156 130 11 355 175 140 101 M25 

100 L 24 28 M8 M10 8 50 60 34,5 0-400 197 165 13    101 M25 

112 M 24 28 M8 M10 8 50 60 34,5 0-400 197 165 13    101 M25 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Timbro  

del 

rappresentante 

 

 

 

 

 

 

 

 

 

 

 

Via Buerga, 6-22040 Monguzzo (CO) 0039-031-651806  

E-mail: info@flpsrl.it   internet: http://www.fabbricalombardapompe.com 

 

We reserve ourselfe the right to make any changes to improve the characteristics of our products 

without any notice. 

 

 

mailto:info@flpsrl.it

